Configuring ClaroLITE in Grandstream’s HandyTone 486
1. First you must choose if you are connecting to the Internet with dynamic or static IP addresses.  Figure #1.
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Figure #1

2.  Setting up your ClaroLITE Account.  After activating your ClaroLITE account, you have to configure the SIP adapter with the information provided about your ClaroLITE. Figure #2. 
· SIP User ID:  ClaroLITE ID Number (CIN)

· Authenticate ID:  ClaroLITE ID Number (CIN)

· Authenticate Password:  ClaroLITE Password 
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Figure #2

3.  Choose codec G.729. Figure #3
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Figure #3

Configuring ClaroLITE in Cisco ATA 186

1.  Choose if you are connecting to the Internet with dynamic or static IP addresses.  Figure #4. For dynamic IPs DHCP = 1; for static IPs DHCP = 0.  Fill out the rest of the fields in Figure #4 with your ISP information.  
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Figure #4
2.  Setting up your ClaroLITE Account.  After activating your ClaroLITE account, you have to configure the SIP adapter with the information provided about your ClaroLITE. Figure #5. 
· UID0:  ClaroLITE ID Number (CIN)

· LoginID0:  ClaroLITE ID Number (CIN)

· PWD0:  ClaroLITE Password 
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Figure #5
3.  Make sure that the following appears in the settings.  Figure #6.
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Figure #6

4.  Choose codec G.729. Figure #7.
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Figure #7

